
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 92-007

WASTE DISCHARGE REQUIREMENTS FOR:

CENTRAL CONTRA COSTA SANITARY DISTRICT
BOLLINGER CANYON LEACHFIELD,
CONTRA COSTA COUNTY

The California Regional Water Quality Control Board, San Francisco Bay
Region (hereinafter called the Board), finds that:

1. The Central Contra Costa Sanitary District (hereinafter called the
Discharger) owns and operates a subsurface percolation leachline for
septic tank effluent in Bollinger Canyon. The leachline runs for
approximately one mile along Bollinger Canyon Road and Bollinger Creek
in the unincorporated, unsewered area of Contra Costa County. The
leachline is located about two miles southwest of Danville, and about
two miles from the intersection of Bollinger Canyon Road and Crow
Canyon Road.

2. The leachline was constructed during the mid 1960's, and was installed as
a limited sewer system to serve an assessment district consisting of
parcels of land owned by Contra Costa County, and one parcel of land owned
MB Associates (currently owned by Tracor Aerospace (hereinafter called
Tracor». Wastewater discharged to the leachline is effluent from septic
tanks located on the various properties. Primary treatment of the
wastewater occurs in the septic tank, which operates primarily under
anaerobic conditions. The leachfield provides most of the wastewater
treatment by physical filtration, biological decomposition and chemical
reactions.

3. The leachline consists of four main percolation areas separated by
lengths of solid pipe. Manholes are located every few hundred feet and
are numbered sequentially from south to north, with Manhole 13 located at
the northern end of the leachline. Effluent entering the line at a
manhole connection point discharges to a 4-inch perforated leachline
segment between two manholes. As the leachline segment reaches capacity,
effluent carries over a weir in the manhole and is transported to the next
downstream manhole. Attachment A is a map of the leachline and
surrounding area.

4. In 1967 when the leachline was constructed, MB Associates was connected to
the northernmost position of the line at Manhole No. 13, and two county
parcels were connected approximately 2000 feet and 2500 feet downstream at
Manhole Nos. 8 and 7 respectively. The original as-built design capacity
of the leachfield was approximately 10,590 gallons per day. This was to
accommodate the an approximate flow of 1,250 gallons per day from MB
Associates, and 7,500 gallons per day from the California Department of
Forestry and Fire Protection (CDF).
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